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1.0 INTRODUCTION 

This 2019 Annual Coal Combustion Residuals (CCR) Groundwater Monitoring and Corrective 

Action Report was prepared by Tetra Tech, Inc. (Tetra Tech) on behalf of FirstEnergy (FE), for 

the Coal Combustion Byproduct Landfill (CCBL or “CCR unit”) at the Harrison Power Station 

(hereinafter referred to as the “Station”). The Station is located in Harrison County, West Virginia.  

This report was developed to comply with the requirements of § 257.90(e) of the federal CCR 

Rule (40 CFR, Part 257, Subpart D).  

1.1 BACKGROUND AND SITE CHARACTERISTICS 

CCRs produced at the Station are placed in the facility’s captive CCBL, which is located 

approximately 1.5 miles north of the Station.   The landfill is an existing CCR unit that is regulated 

under West Virginia Department of Environmental Protection (WVDEP) Solid Waste/National 

Pollutant Discharge Elimination System (NPDES) Water Pollution Control Permit No. WV0075795 

and the CCR Rule.  A WVDEP groundwater monitoring program for the landfill has been in effect 

since 1993 and a separate CCR Rule groundwater monitoring program has been in effect since 

2017.  The CCBL facility consists of three adjacent disposal areas, the Main Area (MA - 

approximately 150 acres), the Lower Area (LA - approximately 126 acres), and the Upper Area 

(UA - approximately 120 acres).    Of this total combined area, approximately 310 acres are 

currently permitted for landfill operations.  Historically, most landfilling operations were performed 

in the MA and LA disposal areas, with the UA disposal area more recently developed for use. 

The MA disposal area, which has both unlined and lined portions, received CCRs from the Station 

when the first units began operating in 1972, and was closed from 1979 (when disposal operations 

shifted over to the LA) until being reactivated in 2005.  The LA disposal area is still active and 

also has both unlined (pre-1994) and lined portions, with the liner system consisting of a 24-inch 

thick engineered compacted clay liner underlain by a leachate detection zone and overlain with a 

leachate collection system.   The MA and UA have been used for CCR disposal since 2005 and 

2011, respectively, with MA disposal being an overlay of the materials originally placed there, and 

UA disposal being in new, lined areas that utilize one of three liner systems.  Pre-CCR Rule areas 

in the UA have a liner consisting of either 24-inches of compacted clay or a layer of “enhanced” 

FGD by-product (amended with excess lime) that are underlain by a leachate detection zone and 

overlain with a leachate collection system.  Starting in 2018, post-CCR Rule areas in the UA have 

a composite-liner system comprised of a geomembrane and geosynthetic clay liner underlain by 

a leachate detection zone and overlain by a leachate collection system.  Stormwater runoff and 
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leachate from the CCBL discharge to a lined sedimentation pond, referred to as Sedimentation 

Pond No. 1. 

Groundwater in the CCBL area occurs primarily within fractured bedrock and flow is controlled by 

a combination of topography and the bedrock structure (i.e., dip).  The Lower Sewickley 

Sandstone has been identified as the uppermost aquifer for CCR Rule groundwater monitoring 

for the CCBL.  This aquifer is situated approximately 60 to 70 feet above the Pittsburgh Coal 

which has been extensively deep mined across the site.  In some localized areas, collapse of the 

abandoned mine workings is potentially resulting in overburden fracturing that could serve as a 

drain for groundwater in the Lower Sewickley Sandstone and other overlying rock units to migrate 

vertically into the abandoned mine workings, however, this is not believed to be significant on a 

large scale.  Historic and recent groundwater level data indicate groundwater flow at the CCBL to 

be from west to east (approximating the dip of the Pittsburgh Coal), and that the flow exhibits little 

seasonal and temporal fluctuations.  A representative set of water level data from the current 

reporting period (2019) were used for contouring groundwater flow patterns at the site.  A more 

detailed discussion of the site’s geologic and hydrogeologic characteristics is provided in Section 

2.0 of this report. 

1.2 REGULATORY BASIS 

As required by § 257.90(e), of the CCR Rule, Owners or Operators of existing CCR landfills and 

surface impoundments must prepare an Annual Groundwater Monitoring and Corrective Action 

Report (“AGWMCA Report”) no later than January 31, 2018 and annually thereafter. According 

to the subject section, “For the preceding calendar year, the annual report must document the 

status of the groundwater monitoring and corrective action program for the CCR unit, summarize 

key actions completed, describe any problems encountered, discuss actions to resolve the 

problems, and project key activities for the upcoming year.”  

This report has been developed to meet the general requirements above and the specific 

requirements of § 257.90(e)(1) through (5), which include: 

“(1) A map, aerial image, or diagram showing the CCR unit and all background (or upgradient) 

and downgradient monitoring wells, to include the well identification numbers, that are part 

of the groundwater monitoring program for the CCR unit (see Figure 2-1); 

(2) Identification of any monitoring wells that were installed or decommissioned during the 

preceding year, along with a narrative description of why those actions were taken (see 

Section 2.1.1); 
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(3) In addition to all the monitoring data obtained under §§ 257.90 through 257.98, a summary 

including the number of groundwater samples that were collected for analysis for each 

background and downgradient well, the dates the samples were collected, and whether 

the sample was required by the detection monitoring or assessment monitoring programs 

(see Sections 3.0 and 4.0 and Table 3-1); 

(4) A narrative discussion of any transition between monitoring programs (e.g., the date and 

circumstances for transitioning from detection monitoring to assessment monitoring in 

addition to identifying the constituent(s) detected at a statistically significant increase over 

background levels) (see Section 2.3); and 

(5) Other information required to be included in the annual report as specified in §§ 

257.90 through 257.98 (see Sections 4.2, 4.3, and 5.0).” 

In addition, the Owner or Operator must place the report in the facility's operating record as 

required by § 257.105(h)(1), provide notification of the report’s availability to the appropriate State 

Director within 30 days of placement in the operating record as required by § 257.106(h)(1), and 

place the report on the facility’s publicly accessible website, also within 30 days of placing the 

report in the operating record.  

1.3 OVERVIEW OF REPORT CONTENTS 

Section 1.0 of this report provided an overview of the CCR unit characteristics, regulatory basis, 

and a summary of the requirements for CCR Annual Groundwater Monitoring and Corrective 

Action Reports.  Section 2.0 summarizes the status of key actions pertaining to CCR groundwater 

monitoring completed during 2019 for the CCBL and plans for the upcoming year.  Section 3.0 

presents Detection Monitoring (DM) results from groundwater sampling events completed in 

2019. Section 4.0 presents Assessment Monitoring (AM) results from groundwater sampling 

events completed in 2019 and discusses both Appendix IV Alternative Source Demonstration 

(ASD) activities and Nature and Extent of Release Characterization (“N&E Characterization”) 

results from groundwater sampling events completed in 2019.     Finally, Section 5.0 presents a 

summary of the Assessment of Corrective Measures (ACM) activities that were performed for the 

CCR unit during 2019.
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2.0 GENERAL INFORMATION 

This section provides an overview of the status of the CCR groundwater monitoring program 

through 2019 and key activities planned for 2020. 

2.1 STATUS OF THE CCR GROUNDWATER MONITORING AND 
CORRECTIVE ACTION PROGRAM 

During calendar year 2019 (January 1st through December 31st), the following key actions were 

completed with regard to the CCR groundwater monitoring program for the CCBL. 

2.1.1 Groundwater Monitoring Well System   

As documented in the facility’s 2017 and 2018 AGWMCA Reports (accessible at 

http://ccrdocs.firstenergycorp.com/),  the certified CCR monitoring well network consists of one 

upgradient (background) well (MW-5), and four downgradient wells (MW-17, -18, -19, and -20), 

as summarized in attached Table 2-1 and shown on attached Figure 2-1.  No changes to the 

monitoring well network (i.e., new wells added, or existing wells abandoned) occurred during 

2019. 

2.1.2 Groundwater Monitoring Plan 

Consistent with the work performed and summarized in the 2017 and 2018 AGWMCA Reports, 

the CCR unit’s Groundwater Monitoring Plan (GWMP) was followed during all 2019 field sampling 

and laboratory analysis activities and for statistically evaluating groundwater monitoring data 

developed from the CCR sampling and analysis program.  No changes to the facility’s GWMP 

occurred during 2019. 

2.1.3 Background Groundwater Sampling 

As documented in the 2017 and 2018 AGWMCA Reports, eight independent rounds of 

background groundwater samples for analyzing all Appendix III and IV parameters from each of 

the CCR monitoring wells were collected prior to initiating the facility’s CCR Detection Monitoring 

program in October 2017.  No modifications to this background dataset occurred during 2019. 

2.1.4 Statistical Methods  

As documented in the 2017 and 2018 AGWMCA Reports, the background dataset discussed in 

Section 2.1.3 of this Report was used to select the appropriate statistical evaluation methods for 

each CCR groundwater monitoring parameter to identify any Statistically Significant Increases 

(SSIs) over background concentrations and determine whether any concentrations were at 
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Statistically Significant Levels (SSLs) above their respective Groundwater Protection Standards 

(GWPS) established for the site.  These statistical methods are available on the facility’s publicly 

accessible website and no changes were made to them during 2019. 

2.2 PROBLEMS ENCOUNTERED/RESOLVED 

As noted in both the 2017 and 2018 AGWMCA Reports, having sufficient recoverable volumes of 

groundwater from downgradient well MW-18 continued to be a problem during 2019.  This well 

has been part of the WVDEP groundwater monitoring program for several years and had 

historically been able to yield sufficient water, although it did require redevelopment in 2015 when 

its sampling volume yield decreased.  The lack of sufficient recoverable water in MW-18 was first 

believed to be from overstressing the well due to the large number of samples that had to be 

obtained prior to the required CCR groundwater DM startup date of October 2017.  However, 

since October 2017, MW-18 has not recovered to its historical water levels or yields.  Since the 

remaining CCR monitoring network still met the minimum required number of downgradient wells, 

key activities for 2019 that were listed in the 2018 AGWMCA Report included obtaining additional 

water levels in MW-18 throughout the year and redeveloping the well  in an attempt to make it 

viable for sampling once again.  Water levels were measured during the first three quarters of 

2019 and are presented below: 

Date Depth to Water  

(ft) 

Total Well 
Depth (ft) 

Total Standing 
Water Depth (ft) 

2/26/2019 266.80 266.80 0 

5/7/2019 265.40 266.80 1.40 

8/21/2019 265.50 266.80 1.30 

Based on the water level measurements above, it was confirmed that redevelopment of the well 

would be necessary.  However, given the well’s casing diameter (4-inches) and screen length (40 

feet), redevelopment requires a large volume of source water and a mid-sized pump, both of 

which would need to be transported to and staged at the well location which is not readily 

accessible.  In consideration of these factors and with the likely need for installation of one or 

more additional wells at the site as part of the upcoming Selection of Remedy (SoR) activities 

(refer to Section 5.0 of this Report), it was decided to push back redevelopment of MW-18 into 

2020 and include it as part of the SoR activities.  Should redevelopment fail to provide sufficient 

water for sampling, FE will make a determination as to the viability of relocating MW-18 to a 

position as close as practical to its existing location. 
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In addition to MW-18, there was one another instance of not being able to recover a sample noted 

in the 2018 AGWMCA Report.  This occurred in MW-19 during the AM-2 sampling event and was 

due to a mechanical failure of either the pump controller or the pump itself.  The dedicated pump 

was pulled from the well in February 2019 and it was discovered that the bladder had ruptured.  

The pump was then sent to an authorized manufacturer’s representative, repaired, and then 

reinstalled in MW-19 in March 2019. 

Other than the available groundwater sampling volumes for downgradient well MW-18 and the 

repair issue for MW-19 noted above, there were no other significant problems encountered during 

2019 with regard to the CCR groundwater monitoring program. 

2.3 TRANSITION BETWEEN MONITORING PROGRAMS  

As documented in the 2018 AGWMCA Report, the CCR unit transitioned from Detection 

Monitoring to Assessment Monitoring.  As part of this transition, all required notifications were 

issued, appropriate GWPS for Appendix IV parameters were established, and the first two AM 

sampling events (AM-1 and AM-2) were completed.  The CCR unit remained in Assessment 

Monitoring throughout 2019, with two additional AM sampling events completed (AM-3 and AM-

4) and statistical evaluations of the AM-1, -2, and -3 sampling events being performed.  As 

discussed in Section 4.1 of this Report, statistical evaluations of the AM-1, -2, and -3 data 

indicated there were SSLs in one or more well comparisons.  Based on the parameters for which 

SSLs were identified, an Appendix IV Alternative Source Demonstration was then undertaken as 

discussed in Section 4.2 of this Report.  However, all of the Appendix IV SSLs that were identified 

could not be attributed to alternative sources.  As such, Nature and Extent of Release 

Characterization activities and an Assessment of Corrective Measures occurred and are 

discussed in Sections 4.3 and 5.0 of this Report, respectively. 

As of December 31, 2019, the CCR unit remained in Assessment Monitoring with ongoing Nature 

and Extent of Release Characterization and Selection of Remedy activities being performed. 

2.4 KEY ACTIVITIES PLANNED FOR THE UPCOMING YEAR 

The following are the key CCR groundwater compliance activities planned for 2020: 

• Continue with Assessment Monitoring by conducting the annual and semi-annual rounds 

of sampling and analysis for applicable Appendix III and Appendix IV constituents [per 40 

CFR § 257.95(f)] and evaluate the need to update the background data sets and 

associated Upper Prediction Limits (UPLs). 
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• Complete the statistical evaluation of the AM-4 sampling event that occurred in 2019 to 

determine if there are any other Appendix IV constituent concentrations in the 

downgradient wells that are at SSLs above applicable GWPS. 

• If any new SSLs are identified, provide appropriate notification [per § 257.95(g)] then 

potentially conduct an Appendix IV ASD [per § 257.95(g)(3)(ii)] to determine if a source 

other than the CCR unit may be causing the new SSLs.  Concurrent with undertaking an 

Appendix IV ASD, characterize the Nature and Extent of the new Appendix IV release and 

provide appropriate notification depending on the findings [per 40 CFR §§ 257.95(g)(1) 

and (2), respectively]. 

• If any new SSLs are identified and an ASD is either not undertaken, indicates that an 

alternative source is not responsible for all the new SSLs identified, or is not completed 

within 90 days of identifying there are new SSLs, then initiate and perform an Assessment 

of Corrective Measures for the new SSLs in accordance with 40 CFR § 257.96. 

• Redevelop downgradient monitoring well MW-18 in early 2020.  Should redevelopment 

fail to provide sufficient water for sampling, a determination will be made as to the viability 

of relocating MW-18 to a position as close as practical to its existing location. 

• Conduct SoR activities in compliance with 40 CFR § 257.97(a), which states that as soon 

as feasible after completion of the ACM, select a remedy that, at a minimum, meets the 

performance standards listed in 40 CFR § 257.97(b) and the evaluation factors listed in 

40 CFR § 257.97(c).  These activities are currently in progress and include confirming the 

presence of potential downgradient domestic groundwater well receptors and installing 

additional monitoring wells downgradient of the facility boundary. 

• As required by 40 CFR § 257.97(d), specify, as part of the selected remedy, a schedule(s) 

for implementing and completing remedial activities. The schedule will require the 

completion of remedial activities within a reasonable period of time taking into 

consideration the factors set forth in 40 CFR §§ 257.97(d)(1) through (d)(6). 

• As required by 40 CFR § 257.97(a), prepare a semi-annual report describing the progress 

in selecting and designing the remedy.  The first semi-annual report will be prepared in 

the Spring of 2020. 

• Should all required SoR activities be completed in 2020, prepare a final report describing 

the selected remedy. The final report will include a certification from a qualified 

professional engineer  that the remedy selected meets the requirements of the CCR Rule 

selection criteria and the final report will be placed in the facility’s operating record as 

required by § 257.105(h)(12). 
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• As required by 40 CFR § 257.96(e), discuss the results of the ACM at least 30 days prior 

to the final SoR, in a public meeting with interested and affected parties. 
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3.0 DETECTION MONITORING INFORMATION 

3.1 GROUNDWATER ANALYTICAL RESULTS SUMMARY 

As noted in Section 2.3, site-wide Assessment Monitoring was performed throughout 2019.  As 

part of the AM program, all DM (Appendix III) parameters were also analyzed during each AM 

sampling event.  This exceeds the requirements of 40 CFR § 257.95(d)(1) which only stipulate 

analyzing Appendix III parameters during every other AM sampling event. 

The need to statistically analyze the 2019 Appendix III data to identify SSIs and determine if AM 

was necessary was precluded by the CCR unit already being in AM during all of 2019, so no 

statistical analysis of the data was necessary.  The 2019 Appendix III data that was collected and 

validated is presented in Table 3-1 with the intent of using it during the next update of the 

background dataset and associated UPLs, which will help increase the statistical power of future 

analyses. 
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4.0 ASSESSMENT MONITORING INFORMATION 

4.1 GROUNDWATER ANALYTICAL RESULTS SUMMARY 

In accordance with 40 CFR §§ 257.95(b) and (d)(1), the CCR groundwater sampling and analysis 

program implemented during 2019 consisted of two AM sampling events (AM-3 and AM-4) 

performed between February 26 and March 4, 2019 and between August 20 and 22, 2019, 

respectively.  For AM-3, all Appendix III and all Appendix IV constituents were analyzed while, for 

AM-4, analyses included all Appendix III parameters and only those Appendix IV parameters that 

were detected during previous AM sampling events.  Laboratory analysis and validation of the 

sample data were completed on July 13, 2019 and January 14, 2020 for AM-3 and AM-4, 

respectively.  Table 3-1 presents the validated analytical results for these events. 

Statistical evaluations of AM data performed in 2019 included sampling events AM-1, AM-2, and 

AM-3.  As noted in the 2018 AGWMCA Report, evaluations of data from sampling events AM-1 

and AM-2 ended up being completed in January 2019 since receipt of outstanding validated 

results occurred late in the fourth quarter of that year.  Statistical evaluation of AM-3 data was 

completed in August 2019 while evaluation of AM-4 data remains in-progress as of the end of the 

2019 reporting period since receipt of validated AM-4 data occurred late in the fourth quarter of 

2019 and a 90-day period is allowed by the CCR Rule for statistical evaluation, which falls in the 

first quarter of 2020.  All statistical evaluation work was performed in accordance with the certified 

methods included in both the facility’s operating record and the publicly accessible website and 

the results were used to determine whether there were any detected Appendix IV parameters at 

SSLs above the CCR unit’s established GWPS.  As documented in the 2018 AGWMCA Report, 

site-specific Appendix IV GWPS were established for the CCR unit using the higher of the federal 

Maximum Contaminant Level (MCL) or UPL for each parameter or, for those parameters that 

don’t have MCLs, the higher of the EPA Risk Screening Level (RSL) or the UPL.  The site-specific 

GWPS and the results of the statistical evaluations of AM-1, -2, and -3 are presented in Table 4-

1 and discussed below. 

Statistical evaluation of the AM-1 and AM-2 data identified arsenic and molybdenum in two 

downgradient monitoring wells as the only parameters detected at concentrations greater than 

their respective GWPS.  In accordance with 40 CFR § 257.106(h)(6), a notice was prepared and 

posted to the facility’s operating record in February 2019, issued to the WVDEP, and then posted 

on the facility’s publicly accessible website in April 2019, to provide notification of the SSLs for 

arsenic and molybdenum at the CCR unit.  During this same notification period and in accordance 
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with 40 CFR § 257.95(g)(3)(ii), an Appendix IV ASD was initiated to assess the AM-1 and -2 

findings (and later incorporated the AM-3 findings), as discussed in Section 4.2 of this Report.  

Results from statistical analysis of the AM-3 data were consistent with the previous AM results for 

arsenic, but molybdenum was found at concentrations below its GWPS.  As shown in Table 4-1, 

to date, no other Appendix IV constituents have been detected at SSLs above the their GWPS 

under the facility’s AM program. 

4.2 APPENDIX IV ALTERNATIVE SOURCE DEMONSTRATION 

40 CFR § 257.95(g)(3)(ii) allows the owner or operator of a CCR unit 90 days from the date of 

determining that an SSL has occurred to demonstrate that a source other than the CCR unit 

caused the SSL or that the apparent SSL was from a source other than the CCR unit or that it 

had resulted from errors in sampling, analysis, statistical evaluation, or natural variation in 

groundwater quality.  Pursuant to § 257.94(g)(3)(ii), an ASD was undertaken to assess if the 

Appendix IV SSLs determined for AM-1, -2, and -3 were attributable to a release from the CCR 

unit or from a demonstrable alternative source(s).  A copy of the report that documents the 

Appendix IV ASD activities and findings is included as Attachment A of this Report and 

summarized below. 

For the Appendix IV ASD a multiple Line of Evidence (LOE) approach was followed.  This 

approach divides LOEs into five separate categories (types):  Sampling causes (ASD Type I); 

Laboratory causes (ASD Type II); Statistical evaluation causes (ASD Type III); Natural variation 

not accounted for in the basic AM statistics (ASD Type IV); and Potential natural or anthropogenic 

sources (ASD Type V).  As detailed in Attachment A, LOE Types I through V were assessed along 

with the following additional site-specific Type V LOEs:  Regional groundwater chemistry 

studies/reports; Limits of the CCR Rule-defined uppermost aquifer; Potential well construction 

effects, and Potential effects of flooded abandoned deep mine pools. 

Based on the information and data included in Attachment A, the arsenic SSLs that were identified 

for the AM-1, -2, and -3   events could not be solely attributed to sources other than the CCR unit, 

to errors in sampling, analysis, or statistical evaluation, or from natural variation in groundwater 

quality.  However, for molybdenum, evidence exists that the CCR unit, combined with impacts 

from an as-yet unidentified alternate source (e.g., grout infiltration into the sand pack of the well), 

are likely the causes of elevated molybdenum concentrations observed in MW-20, which was the 

only well to have a molybdenum SSL.  It was also noted that the molybdenum concentrations in 

MW-20 had been exhibiting a two-year long downward trend and that future monitoring results 
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should be evaluated to confirm whether this downward trend is statistically significant.  Based on 

the Appendix IV ASD findings and recommendations, a transition to the applicable requirements 

of Assessment of Corrective Measures for arsenic per § 257.96 of the CCR Rule was determined 

to be warranted along with continued Assessment Monitoring of molybdenum to verify 

concentrations remain below its GWPS. 

4.3 NATURE AND EXTENT OF RELEASE CHARACTERIZATION 

Pursuant to 40 CFR § 257.95(g)(1), following identification of SSLs greater than their respective 

GWPS and concurrent with performing the Appendix IV ASD, a N&E Characterization was 

initiated at the site.  The N&E Characterization program is discussed in detail in the ACM Report 

prepared for the CCR unit and posted on the facility’s publicly accessible website.  The scope of 

the N&E Characterization program included the following: 

• Reviewing background information on the occurrence of arsenic and fate and migration 

characteristics of arsenic in groundwater. 

• Evaluating groundwater flow patterns at the site to establish that MW-19 fulfilled the 

requirement of 40 CFR § 257.95(g)(3)(iii) of having at least one monitoring well positioned 

at the facility boundary in the direction of contaminant migration. 

• Establishing a N&E Characterization sampling and analysis program which consisted of 

the two regularly scheduled 2019 AM events (AM-3 and AM-4) for all of the monitoring 

wells at the site and a third sampling event performed in July 2019 dedicated solely to 

N&E Characterization purposes for monitoring wells MW-19 and MW-20. 

• Delineating the extent of arsenic in site groundwater based on the N&E Characterization 

sampling and analysis program. 

The N&E Characterization found that elevated arsenic concentrations are occurring along the 

northeastern edge of the CCR unit, with the highest concentrations at MW-20, and that apparent 

downgradient attenuation is occurring with concentrations approaching the GWPS at MW-19.  

Based on these interpretations, arsenic concentrations in groundwater that are at or slightly above 

the site’s GWPS appear to be occurring at the downgradient facility boundary.  In response to 

these findings, additional N&E Characterization work was determined to be necessary and is 

currently in progress.  This additional work includes confirming the presence of potential 

downgradient domestic groundwater well receptors and installing additional monitoring wells 

downgradient of the facility boundary. 
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Potentially impacted groundwater flows downgradient of the landfill (to the east) are expected to 

undergo additional attenuation based on a combination of advection, dispersion, and, potentially, 

natural dilution, resulting in concentrations that are anticipated to be below the arsenic GWPS 

before flow reaches a potential receptor, with the nearest potential groundwater supply user in 

the downgradient flow path being located approximately 3,000 feet from the facility boundary. 

However, since arsenic concentrations greater than the GWPS could potentially occur in the area 

situated immediately downgradient of the facility boundary, an ACM was performed as discussed 

in Section 5.0 of this Report. 
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5.0 ASSESSMENT OF CORRECTIVE MEASURES 

5.1 ACM NOTIFICATIONS 

As discussed in Section 4.0, CCR Rule groundwater assessment monitoring conducted at the site 

identified arsenic concentrations in certain downgradient CCR monitoring wells which were at 

SSLs that exceeded the GWPS for arsenic, resulting in the need to conduct an Assessment of 

Corrective Measures per 40 CFR § 257.96.  The following summarizes the notifications related to 

the ACM:  

• On April 15, 2019, pursuant to 40 CFR §§ 257.95(g)(3)(i) and 257.105(h)(9), FE provided 

notification in the facility’s operating record that an ACM had been initiated for arsenic in 

groundwater at the site.  The notification was posted to the publicly accessible website on 

May 22, 2019. 

• On July 15, 2019, pursuant to 40 CFR § 257.96(a), FE provided a demonstration in the 

facility’s operating record that, based on hydraulic characteristics of the uppermost aquifer 

at the site, an additional 60 days was required to complete the ACM.    

• Pursuant to 40 CFR § 257.96(d), the ACM Report was posted in the operating record and 

to the publicly accessible website by October 16, 2019. 

5.2 ACM REPORT SUMMARY 

As required by 40 CFR § 257.96(c), the ACM included an analysis of the effectiveness of potential 

corrective measures in meeting the remedy requirements and objectives as described under 40 

CFR § 257.97.  The ACM Report evaluated the following corrective measures against the 

referenced criteria: Source Control, Groundwater Extraction and Treatment, In-Situ Technologies 

and Monitored Natural Attenuation. 

Based on the evaluation of viable remediation technologies, Monitored Natural Attenuation 

(MNA), combined with source control by the eventual installation of a composite cover system, 

ranked highest among the evaluated options.   Also, additional monitoring of the groundwater 

network was recommended to confirm there are not trend changes that could impact remedy 

effectiveness. The candidate corrective measures will be further evaluated in 2020 as part of the 

Selection of Remedy process discussed in Section 7.0 of the ACM Report. 
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TABLE 2-1 

CCR RULE GROUNDWATER MONITORING SYSTEM WELL SUMMARY 

HARRISON CCB LANDFILL- 2019 ANNUAL GROUNDWATER MONITORING AND CORRECTIVE ACTION REPORT 

 

Well Year 
Installed 

Formation 
Monitored 

Ground Surface 
Elevation 
(ft MSL) 

Total Well Depth 
(ft bgs) 

Monitored Interval 
(ft bgs) 

Monitored Interval 
(ft MSL) 

Casing ID and 
Material 

Upgradient (Background) 

MW-5 1993 Lower Sewickley SS 1283.98 208.5 148.5 – 208.5 1075.52 – 1135.52 4" - Sch. 40 PVC 

Downgradient 

MW-17 1997 Lower Sewickley SS 1070.64 60.6 20.6 – 60.6 1010.04 – 1050.04 2" - Sch. 40 PVC 

MW-18 1997 Lower Sewickley SS 1265.91 264.8 224.8 – 264.8 1001.11 – 1041.11 4" - Sch. 40 PVC 

MW-19 2016 Lower Sewickley SS 1462.87 513.9 503.9 – 513.9 948.99 – 958.99 2.5" - Sch. 80 PVC 

MW-20 2016 Lower Sewickley SS 1414.28 364.0 349.0 – 364.0 1050.30 – 1065.30 2.5" - Sch. 80 PVC 

 

Notes: SS = sandstone MSL = mean sea level bgs = below ground surface ID = inside diameter PVC = polyvinyl chloride 

 



TABLE 3-1

CCR RULE GROUNDWATER  ASSESSMENT MONITORING ANALYTICAL RESULTS SUMMARY

HARRISON CCB LANDFILL - 2019 ANNUAL GROUNDWATER MONITORING AND CORRECTIVE ACTION REPORT

APPENDIX III (all Chemical Constituents reported as TOTAL RECOVERABLE)
1

APPENDIX IV (all Chemical Constituents reported as TOTAL RECOVERABLE)
1

13 (AM-3) MW-5 2/27/2019 0.1439 J 7.2 0.972 1.58 8.62 48.6 J- 572 0.00107 U 0.00063 0.03791 0.00022 U 0.00067 U 0.00145 U 0.00047 U 0.00052 U 0.01353 0.00016 U 0.00113 U 0.0034 U 0.00017 U 0.107 U 0.0371 U

15 (AM-4) MW-5 (D) 8/22/2019 0.023 J 20.165 J 0.96 1.1 8.4 J 48 J- 500 0.00107 U 0.00043 0.10979 0.00022 U 0.00067 U 0.00145 U 0.00047 U 0.00052 U 0.01594 0.00016 U 0.00113 U 0.0034 UJ 0.00017 U -- --

15 (AM-4) MW-5 8/22/2019 0.0654 J 8.88 J 0.957 1.22 8.43 J 48.4 J- 516 0.00107 U 0.00036 0.11254 0.00022 U 0.00067 U 0.00145 U 0.00047 U 0.00052 U 0.01678 0.00016 U 0.00113 U 0.0034 UJ 0.00017 U -- --

13 (AM-3) MW-17 (D) 2/26/2019 0.0231 J 136 89.9 0.058 J 7.02 122 628 0.00107 U 0.00117 0.14037 0.00022 U 0.00067 U 0.00145 U 0.00047 U 0.00052 U 0.01586 J 0.00016 U 0.00113 U 0.0034 U 0.00017 U 0.106 U 0.48 U

13 (AM-3) MW-17 2/26/2019 0.0243 J 136 88.8 0.054 J 6.94 112 620 0.00107 U 0.0011 0.14539 0.00022 U 0.00067 U 0.00145 U 0.00047 U 0.00052 U 0.0025 UJ 0.00016 U 0.00113 U 0.0034 U 0.00017 U 0.125 U 0.308 U

15 (AM-4) MW-17 8/21/2019 0.0319 J 151 92.2 0.042 J 8.39 J 135 656 0.00107 U 0.00096 0.07564 0.00022 U 0.00067 U 0.00145 U 0.00047 U 0.00052 U 0.01433 0.00016 U 0.00113 U 0.0034 UJ 0.00017 U -- --

13 (AM-3) MW-18 2/26/2019 NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS

15 (AM-4) MW-18 8/21/2019 NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS NS

13 (AM-3) MW-19 3/4/2019 0.1585 J 3.72 123 2.29 8.18 146 1068 0.00107 U 0.01056 0.05569 0.00022 U 0.00067 U 0.00382 0.00132 0.00219 0.01022 0.00016 U 0.04371 0.0034 U 0.00017 U 0.0871 U 0.0733 U

15 (AM-4) MW-19 8/21/2019 0.1027 J 4.65 137 1.75 8.37 J 147 1175 0.00107 U 0.00694 0.05464 0.00022 U 0.00067 U 0.00312 0.0013 0.0011 0.01056 0.00016 U 0.03657 0.0034 UJ 0.00017 U -- --

13 (AM-3) MW-20 2/26/2019 0.3911 68.071 599 1.55 11.23 1640 13500 0.00242 0.04026 0.18036 0.00022 U 0.00067 U 0.00985 0.00056 J 0.00248 0.0155 0.00016 U 0.09846 0.0034 U 0.00017 U 0.182 0.768

15 (AM-4) MW-20 8/22/2019 0.3741 49.482 634 0.758 11.67 J 1430 J- 259600 0.00191 0.03906 0.09199 0.00044 U 0.00067 U 0.01192 0.00095 U 0.00094 0.01637 0.00016 U 0.0663 0.00373 J- 0.00017 U -- --

NOTES:
1
 Lab analyses were completed by Beta Lab and TestAmerica Laboratories, Inc., both of which are accredited/certified laboratories:  Beta Lab ISO/IEC 17025 Cert No. 2489.01 (Exp. 11-30-20) and  ISO/IEC 9001 Cert. No. 83761-IS7 (Exp. 01-16-21) and TestAmerica NELAP Identification Number: 68-00340, EPA Region: 3, Expiration Date: 08-31-20.

2
 Event Nos. 13 and 15 correspond to Assessment Monitoring (AM) sampling events AM-3 and AM-4, respectively.

3
 Field duplicate samples that were taken for Quality Control purposes are noted with a (D).

NS = not sampled.  For MW-18 this occurred due to an insufficient volume of recoverable water in well.

DATA QUALIFER DEFINITIONS:

The following definitions provide brief explanations of the validation qualifiers assigned to results in the data review process.

U The analyte was analyzed for, but was not detected at a level greater than or equal to the level of the adjusted method detection limit for sample and method.

J The analyte was positively identified and the associated numerical value is the approximate concentration of the analyte in the sample (due either to the quality of 

the data generated because certain quality control criteria were not met, or the concentration of the analyte was below the reporting limit).

J+ The result is an estimated quantity, but the result may be biased high.

J- The result is an estimated quantity, but the result may be biased low.

UJ The analyte was analyzed for, but was not detected. The reported detection limit is approximate and may be inaccurate or imprecise.

R The sample result (detected) is unusable due to the quality of the data generated because certain criteria were not met. The analyte may or may not be present in sample

UR The sample result (nondetected) is unusable due to the quality of the data generated because certain criteria were not met. The analyte may or may not be present in sample.

COBALTANTIMONY

SAMPLING 

EVENT NO.
2 WELL ID

3
SAMPLE DATE

BORON CALCIUM CHLORIDE FLUORIDE PH SULFATE TDS

METALS

MG/L MG/L

ARSENIC BARIUM BERYLLIUM CADMIUM CHROMIUM RADIUM-226 RADIUM-228

METALS METALS MISC MISC MISC MISC MISC

LEAD LITHIUM MERCURY MOLYBDENUM SELENIUM THALLIUM

METALS METALS METALS METALS METALSMETALS RADIOCHEM RADIOCHEM

MG/L MG/L MG/L MG/L S.U. MG/L

METALS METALS METALS METALS METALS METALS

MG/LMG/L MG/L MG/L MG/L MG/L MG/L PCI/L PCI/LMG/L MG/L MG/L MG/L MG/L
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CCR RULE INTERWELL COMPARISON OF SAMPLING EVENT AM-1, -2, AND -3 APPENDIX IV DATA

 2019 ANNUAL GROUDNWATER MONITOROING

AND CORRECTIVE ACTION REPORT

Parameter Units

Data 

Distribution 

for 

Upgradient 

Well 

MW-5 UPL Type UPL Value
a,b

Federal 

MCLs/RSLs GWPS MW-17 MW-18
e

MW-19 MW-20

Antimony mg/L Unknown Poisson 0.00143 0.006 0.006 <0.00017 NS 0.00129 0.00433 <0.00017 U

Arsenic mg/L Unknown Non-parametric 0.0005 0.01 0.01 0.00062 NS 0.01052 0.0197 0.000885 J

Barium mg/L Normal Parametric 0.152477 2 2 0.1173 NS 0.0244 0.10362 0.02755

Beryllium mg/L Unknown Poisson 0.00156 0.004 0.004 <0.00022 NS <0.00022 <0.00022 <0.00022 U

Cadmium mg/L Unknown Poisson 0.00143 0.005 0.005 <0.00017 NS <0.00017 <0.00017 <0.00017 U

T. Chromium mg/L Unknown Poisson 0.00758 0.1 0.1 <0.00045 NS 0.00139 0.00307 <0.00045 U

Cobalt mg/L Unknown
c

DQ
d NA 0.006 0.006 <0.00047 NS <0.00047 <0.00047 <0.00047 U

Fluoride mg/L Normal Parametric 2.251 4 4 0.035 NS 1.69 0.238 2.045 J-

Lead mg/L Unknown Poisson 0.00425 0.015 0.015 <0.00052 NS 0.00097 0.00101 <0.00052 U

Lithium mg/L Normal Parametric 0.018835 0.04 0.04 0.01352 NS <0.005 0.01051 0.01197 J

Mercury mg/L Unknown Poisson 0.00032 0.002 0.002 <0.00004 NS <0.00004 <0.00004 <0.00004 U

Molybdenum mg/L Log Normal Parametric 0.01496 0.1 0.1 0.00051 NS 0.03661 0.15577 0.0009 J

Selenium mg/L Unknown
c

DQ
d NA 0.5 0.5 <0.0011 NS 0.0047 0.00279 0.00118 J

Thallium mg/L Unknown Poisson 0.00143 0.002 0.002 <0.00017 NS <0.00017 <0.00017 <0.00017 U

Sum Ra226+Ra228 pCi/L Log Normal Parametric 1.599 5 5 0.177 NS <0.296 0.178 0.36805 U

a
Prediction Limits calculated using 5% alpha. #.####  =  UPL > Result > MCL/RSL

b
Upper Prediction Limit used for all parameters.  = SSI < GWPS

c
Data distribution set to Unknown if all values non-detect in upgradient well.  = SSI > GWPS

e
MW-18 not sampled (NS) due to insufficient water.

Parameter Units

Data 

Distribution 

for 

Upgradient 

Well 

MW-5 UPL Type UPL Value
a,b

Federal 

MCLs/RSLs GWPS MW-17 MW-18
e

MW-19
e

MW-20

Antimony mg/L Unknown Poisson 0.00143 0.006 0.006 <0.00017 NS NS 0.00288 <0.00017 U

Arsenic mg/L Unknown Non-parametric 0.0005 0.01 0.01 0.00037 NS NS 0.01997 <0.001 U

Barium mg/L Normal Parametric 0.152477 2 2 0.07645 NS NS 0.09978 0.110825

Beryllium mg/L Unknown Poisson 0.00156 0.004 0.004 <0.00022 NS NS <0.00088 <0.00022 U

Cadmium mg/L Unknown Poisson 0.00143 0.005 0.005 <0.00017 NS NS <0.00017 <0.00017 U

T. Chromium mg/L Unknown Poisson 0.00758 0.1 0.1 <0.00045 NS NS 0.00416 <0.00045 U

Cobalt mg/L Unknown
c

DQ
d NA 0.006 0.006 <0.00047 NS NS <0.0019 <0.00047 U

Fluoride mg/L Normal Parametric 2.251 4 4 0.049 NS NS 0.311 0.588

Lead mg/L Unknown Poisson 0.00425 0.015 0.015 <0.00052 NS NS 0.0009 <0.00052 U

Lithium mg/L Normal Parametric 0.018835 0.04 0.04 0.01302 NS NS <0.02 0.015025 J

Mercury mg/L Unknown Poisson 0.00032 0.002 0.002 0.00005 NS NS 0.00007 0.000065 J

Molybdenum mg/L Log Normal Parametric 0.01496 0.1 0.1 <0.00028 NS NS 0.1297 0.000365 J

Selenium mg/L Unknown
c

DQ
d NA 0.5 0.5 <0.0011 NS NS 0.00196 <0.0011 U

Thallium mg/L Unknown Poisson 0.00143 0.002 0.002 <0.00017 NS NS <0.00017 <0.00017 U

Sum Ra226+Ra228 pCi/L Log Normal Parametric 1.599 5 5 1.155 NS NS <1.36 <1.38 U

a
Prediction Limits calculated using 5% alpha. #.####  =  UPL > Result > MCL/RSL

b
Upper Prediction Limit used for all parameters.  = SSI < GWPS

c
Data distribution set to Unknown if all values non-detect in upgradient well.  = SSI > GWPS

e
MW-18 and MW-19 not sampled (NS) due to insufficient water.

Lower Sewickley Sandstone
Event 11 (AM-1)

Downgradient Wells

Event 11 (AM-1)

Upgradient Well

MW-5

d
DQ is Double Quantification Rule.  If Event 11 sample is detectible, will need to resample the downgradient well to see if two successive, independent detected 

values occur. If so, that would be an SSI. If value was detected in upgradient well in Event 11, would use Poisson PL instead.

 = DQ Parameter with 

Verification Sampling 

Needed

Lower Sewickley Sandstone
Event 12 (AM-2)

Downgradient Wells

Event 12 (AM-2)

Upgradient Well

MW-5

d
DQ is Double Quantification Rule.  If Event 12 sample is detectible but Event 11 was ND, need to resample the well to see if two successive, independent detected 

values occur. If so, that would be an SSI.  If value was detected in upgradient well in Event 12, would use Poisson PL instead.

 = DQ Parameter with 

Verification Sampling 

Needed

Page 1 of 2
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Parameter Units

Data 

Distribution 

for 

Upgradient 

Well 

MW-5 UPL Type UPL Value
a,b

Federal 

MCLs/RSLs GWPS MW-17 MW-18
e

MW-19 MW-20

Antimony mg/L Unknown Poisson 0.00143 0.006 0.006 <0.00107 NS <0.00107 0.00242 0.00107 U

Arsenic mg/L Unknown Non-parametric 0.0005 0.01 0.01 0.001135 NS 0.01056 0.04026 0.00063

Barium mg/L Normal Parametric 0.152477 2 2 0.14288 NS 0.05569 0.18036 0.03791

Beryllium mg/L Unknown Poisson 0.00156 0.004 0.004 <0.00022 NS <0.00022 <0.00022 0.00022 U

Cadmium mg/L Unknown Poisson 0.00143 0.005 0.005 <0.00067 NS <0.00067 <0.00067 0.00067 U

T. Chromium mg/L Unknown Poisson 0.00758 0.1 0.1 <0.00145 NS 0.00382 0.00985 0.00145 U

Cobalt mg/L Unknown
c

DQ
d NA 0.006 0.006 <0.00047 NS 0.00132 0.00056 0.00047 U

Fluoride mg/L Normal Parametric 2.251 4 4 0.056 NS 2.29 1.55 1.58

Lead mg/L Unknown Poisson 0.00425 0.015 0.015 <0.00052 NS 0.00219 0.00248 0.00052 U

Lithium mg/L Normal Parametric 0.018835 0.04 0.04 0.00918 NS 0.01022 0.0155 0.01353

Mercury mg/L Unknown Poisson 0.00032 0.002 0.002 <0.00016 NS <0.00016 <0.00016 0.00016 U

Molybdenum mg/L Log Normal Parametric 0.01496 0.1 0.1 <0.00113 NS 0.04371 0.09846 0.00113 U

Selenium mg/L Unknown
c

DQ
d NA 0.5 0.5 <0.0034 NS <0.0034 <0.0034 0.0034 U

Thallium mg/L Unknown Poisson 0.00143 0.002 0.002 <0.00017 NS <0.00017 <0.00017 0.00017 U

Sum Ra226+Ra228 pCi/L Log Normal Parametric 1.599 5 5 <0.5095 NS <0.1604 0.95 0.1441 U

a
Prediction Limits calculated using 5% alpha. #.####  =  UPL > Result > MCL/RSL

b
Upper Prediction Limit used for all parameters.  = SSI < GWPS

c
Data distribution set to Unknown if all values non-detect in upgradient well.  = SSI > GWPS

e
MW-18  not sampled (NS) due to insufficient water.

Lower Sewickley Sandstone
Event 13 (AM-3)

Downgradient Wells

d
DQ is Double Quantification Rule.  If Event 13 sample is detectible but Event 12 was ND, need to resample the well to see if two successive, independent detected 

values occur. If so, that would be an SSI.  If value was detected in upgradient well in Event 13, would use Poisson PL instead.

Event 13 (AM-3)

Upgradient Well

MW-5

 = DQ Parameter with 

Verification Sampling 

Needed

Page 2 of 2
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